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TELESCOPIC VALVE BOX
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NOTES: 1. 36" MINIMUM COVER ON P.E. TUBING TO BE WITHIN 12" OF 36" MINIMUM COVER ON P.E. TUBING TO BE WITHIN 12" OF PEDESTAL. 2. VALVE SHALL BE INSTALLED WITH A VALVE BOX, COVER, AND VALVE SHALL BE INSTALLED WITH A VALVE BOX, COVER, AND CONCRETE VALVE MARKER STAMPED "ARV". 3. THE WIRE AND TAPE SHALL MEET BCWS STANDARDS. THE WIRE AND TAPE SHALL MEET BCWS STANDARDS. 4. TRACER WIRE SHALL BE BLUE IN COLOR FOR WATER MAIN. TRACER WIRE SHALL BE BLUE IN COLOR FOR WATER MAIN. 5. FOR LARGER THAN 2" ARVS, SEE ARV MANHOLE INSTALLATION FOR LARGER THAN 2" ARVS, SEE ARV MANHOLE INSTALLATION SEWER PANEL 5A.
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COVER W/ "WATER CAST ON TOP (SET 2" BELOW TOP OF COLLAR)
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PRECAST CIRCULAR CONCRETE COLLAR MIN. 18" DIA. WITH 4 EA.  #4 REBAR 2 EA. WAY 3000 PSI CONCRETE DRAIN AWAY FROM VALVE BOX.
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2" P.E. SERVICE TUBING @ 1%%% MINIMUM SLOPE
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SEE BCWS SPECIFICATIONS
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8" AROUND BOX
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STAINLESS TAPPING SADDLE
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2" FORD CORP STOP MODEL #FB400-7-NL
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FORD ANGLE BALL SERVICE VALVE BA11-777W-NL
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2" CTS MALE COUPLING
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